
M O D E L F V O -7 5 0 F V N P -7 5 0

F U E L  T Y P E O I L D U A L  F U E L  -  L P/ N G

B T U / H R 7 5 0 , 0 0 0 7 5 0 , 0 0 0

C F M 7, 0 0 0 7, 0 0 0

P O W E R 
R E Q U I R E M E N T S

2 0 8 / 2 3 0 V/ 1P H / 5 0 A  O R 
2 0 8 / 2 3 0 V/ 3 P H / 3 0 A

2 0 8 / 2 3 0 V/ 1P H / 5 0 A  O R 
2 0 8 / 2 3 0 V/ 3 P H / 3 0 A

F U E L  TA N K  C A PA C I T Y *
F U E L  C O N S U M P T I O N *

C O N TA C T  U S
5 . 2  G A L / H R

E X T E R N A L
N AT.  G A S :  7 5 0  C F H

P R O P.  L P :  8 . 2  G A L / H R

H E AT  E X C H A N G E R 16  G A U G E  3 0 4  S S 16  G A U G E  3 0 4  S S

F A N  C O N T R O L V F D  S TA N D A R D V F D  S TA N D A R D

I G N I T I O N D I R E C T  S PA R K D I R E C T  S PA R K

B U R N E R  T E C H N O L O G Y R I E L L O  B U R N E R R I E L L O  B U R N E R

R E T U R N  A I R Y E S Y E S

L  x  W  x  H

W E I G H T 1, 3 9 0  L B S 1, 3 9 0  L B S

INDIRECT FIRED HEATERS

FEATURES

Easily Accessible

Convenient access to burner, 
fuel lines, and electrical 
controls.

Air Management

This unit’s high static blower 
allows for outlet ducting up to 
200 feet.

FVO-750 **Shown with optional 20” outlet**

Dual Power Options

208/230V 1 PH or 3 PH


